The chamber has an operating temperature range of: 


All lights on: 10°C. to 43° C. (509 F. to 110° F.) 
All lights off: 5° C. to 43°C. (40° F. to 110° FE.) 


A few of its many uses are; 


Incubator: For hatching eggs, maintaining fruit flies, 


bacterial cultures, etc. 


Refrigeration: For temperature gradient studies, maintaining 


algae cultures and some pretzone cultures. 


Controlled Environment Chamber; For maintaining frogs, reptiles, 
eg OS 


rodents, insects and other small 
invertebras. Also to maintain 
constant environment quaria, 
terraria and vivaria. 


Plant Growth Chamber; For simulating natural day and night 
iplete 


conditions. Provides for the com 
control and programming of light 
intensities and temperatures. 


OPERATING INSTRUCTIONS FOR YOUR SHERER GROWTH CHAMBER 
EEE RE CHAMBER 


INTRODUCTION H 


_We are confident your chamber will provide you with many years of satisfactory 
service and performance, but ONLY, if you exercise reasonable care in the 


handling and operating of it. 


STARTING THE UNIT: 


After you have READ the previous portion of the installation service manual, 

you are now ready to place your chamber into operation. We recommend the follow- 
ing procedures for placing your chamber into operation, and it is very important 
that the steps be followed as outlined. 


(1) 


(2) 


(3) 


(4) 


Check and be sure that all switches and timers are in the "OFF" 
position, 


If your chamber is supplied with a humidity system, DO NOT try to 
operate until stable temperature conditions have been established. 


Be sure the limit controls are at a setting which will allow your 
chamber to operate. The setting should be 110° F. on the high 

limit control and 35° F. on the low limit control when first placing 
the chamber into operation. The settings are made with a screwdriver. 


Before plugging in the cord (be sure the outlet is of ample size 
and voltage - 115/60/1 - 15 amps). CAUTION: On initial "START up" 
or after prolonged periods of chamber "SHuT DOWN", caution should be 
used when first plugging in the chamber as the refrigerant in the 
compressor may have condensed to a liquid and will not pass through 
the valves without damaging them. Unplugging and plugging in the 
cord rapidly a few times will clear this condition. Under no 
circumstances should the unit be allowed to run if a hammering or 
slugging sound is heard. 


s UGGANG sound is heard. 
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